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HIGH PRESSURE FILTERS AND MIXING PIPES

HIGH PRESSURE FILTER
DP-K-010-000001  //  G 1/2" 
DP-K-010-000003  //  G 1/4"   

High pressure filter housing with filter element for dirt particle filtration,  
with visual and electrical contamination indicator.

TECHNICAL DATA

Connection G 1/2" G 1/4"

Max. nominal pressure 400 bar 400 bar

Switching pressure of opt./electr. p 5 bar ± 10 % p 5 bar ± 10 %

Contact type N/O contact / N/C contact N/O contact / N/C contact

Max. voltage 250 V 250 V

Max. current 2.5 A 2.5 A

    �FP001, FP015, FP045, FP045-T, FP050, FP050-T, FP200, FP200-T, FP200-S

FILTER ELEMENT (SPARE PART)
DP-K-010-000002  //  G 1/2" 
DP-K-010-000004  //  G 1/4"   

For high pressure filters.

    ��FP001, FP015, FP045, FP045-T, FP050, FP050-T, FP200, FP200-T, FP200-S

HIGH PRESSURE BARREL PUMPS  
ACCESSORIES MATERIAL SUPPLY
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HIGH PRESSURE FILTERS AND MIXING PIPES

STATIC MIXING PIPE TYPE T
DP-K-009-000001  //  G 1/4" 
DP-K-009-000002  //  G 1/2" 
DP-K-009-000005  //  G 3/8"  

Air pockets are cut up several times by the individual spiral mixing elements and 
efficiently reduced in size.

TECHNICAL DATA

Connection external thread G 1/4", G 1/2", G 3/8"

Length 430 mm

Max. pressure 250 bar

Operating temperature 10–80 °C

    FP001, FP015, FP045, FP045-T, FP050, FP050-T, FP200, FP200-T, FP200-S

STATIC MIXING PIPE TYPE TG
DP-K-009-000003  //  G 1/4" 
DP-K-009-000004  //  G 1/2" 
DP-K-009-000006  //  G 3/8"  

Air pockets are cut up several times by the individual spiral and grid mixing 
elements and efficiently reduced in size.

TECHNICAL DATA

Connection external thread G 1/4", G 1/2", G 3/8"

Length 430 mm

Max. pressure 250 bar

Operating temperature 10–80 °C

    FP001, FP015, FP045, FP045-T, FP050, FP050-T, FP200, FP200-T, FP200-S

HIGH PRESSURE BARREL PUMPS  
ACCESSORIES MATERIAL SUPPLY


