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ROTARY GREASING UNIT RBE ACCESSORIES

ROTARY CONTROL FOR RBE02 / 04
DP-D-006-000014

In order to be able to guarantee process-reliable greasing, it is possible to monitor 
the rotation. The monitoring is carried out optoelectronically.

VCA / VC ANGLE HOLDER
RBE02  //  DP-D-006-000016 / DP-D-006-000022 
RBE03  //  DP-D-006-000021 / DP-D-006-000023

Angle holder to attach the VCA / VC flow meter directly to the rotary greasing  
unit.

ELECTRIC INFEED AXIS  
TOOTHED BELT AXIS WITH ACCESSORIES
Horizontal  //  DP-D-005-000020
Vertical  //  DP-D-005-000024 

Toothed belt infeed axis with brake (safe-stop), enables a safe stop when operating 
a light curtain or other safety component. 
Includes mounting plate and bracket for attaching the infeed unit to customer's 
rack (hole punching to be agreed upon).  
Available in horizontal or vertical version.

	� Drive motor with gearbox and controller
	� Cabling, incl. wiring of the components
	� Plug-in connections
	� Standard stroke 200 mm
	� Other stroke sizes possible on request

UDS HOLDER FOR RBE03 
DP-D-006-000024

Holder to attach the UDS ultrasonic flow sensor directly to the RBE03 rotor 
lubrication unit.

SEALING PACKAGE FOR RBE03
DP-D-006-000025

CONTACTLESS APPLICATION


