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HIGH PRESSURE BARREL PUMP FP001
DP-F-002-000049  //  transmission ratio 25:1

APPLICATION
The high pressure barrel pump FP001 is suitable for pumping lubricants up to NLGI 
class 3.

DESCRIPTION
All D+P high pressure barrel pumps are developed in-house and are subject to 
extremely strict quality control. In-house production ensures optimal and technically 
perfect adaptation to customer requirements at all times.

ADVANTAGES
Our barrel pumps are characterized by high product quality, reliability and long 
service life. Application of high pressure barrel pumps with follower plate ensures 
optimal emptying of the barrels. In addition, in contrast to manual emptying, there 
is no contamination around the barrel. 

TECHNICAL DATA

Pump data

Operating pressure 2–6 bar

Pumping medium lubricants up to NLGI class 3

Displacement/double stroke 19 cm³

Conveying capacity 1140 cm³/min

Delivery pressure 100 bar

Transmission ratio 25:1

Compressed air supply

Nominal supply pressure 4.5 bar

Compressed air quality dried, filtered, oil-free

Compressed air  
requirement at 4 bar

max. 180 l/min

Compressed air connection G 1/4“

Technical dimensions (barrel pump)

Depth 350 mm

Width 300 mm

Height 546 mm

Height extended 801 mm

Follower plate (specially adapted to the container)

Diameter follower plate customized

Seal diameter customized

Material thickness 4 mm

Material wiper rings Vulkollan

Max. container dimensions 1 kg can, height 200 mm

Electrical connection indicator light

Connection values 230 V/50 Hz

Environmental conditions

Temperature 10–40 °C

Humidity 50– max. 70 %

Installation conditions flat industrial floor
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